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A. General

Flexivac Excess Extractor is a suction equipment for central compressor systems for
residual gas evacuation in operating rooms and elsewhere with high environmental
requirements.

Flexivac is 5301 is autoclavable.

B. The principle of work

The principle of work for 5301 is:

Compressed air is fed at (A). If the piston (B) is pulled down, a channel from the inlet
at (A) opens via the valve with the flow control screw (C) to the jet nozzle at (D). Drive
and residual gas flows out at (E). The inlet for residual gas is (F). The default value is
25 L/min, which corresponds to Swedish standards. The flow is adjustable with the
screw (G).

C. Service and cleaning
Check evacuation capacity regularly. If flow decreases: check the sintered filter on
the inlet side, clean or replace if necessary. The jet nozzle should be cleaned or
replaced if necessary.

Adjust to the desired flow with the screw (G).
Flexivac 5301 is autoclavable.

D. Other

It is possible to couple (parallel) two Flexivac to obtain double flow.
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E. Spare part list 5301

MILLTURN AB

Details Description Drawing number
1 Housing 5301-00 001
2 Sintered filter @ 8.1
3 O-ring 8.1 x 1.6 (3 pcs)

4 Nut M10 x 1

5 Angle connection, air 5401-00 005

6 Air connection 4003

7 Union nut air 4004

8 Plug 5403-00 005

9 Distance (2 pcs) 5301-00 010

10 Mounting bracket (there are other 5401-00 009
options)

11 Screw (2 pcs)

12 Vacuum connection 5401-00 008

13 O-ring 7.1 x 1.6 (4 pcs)

14 Piston 5301-00 005

15 O-ring 3.1 x 1.6

16 Adjusting screw 5301-00 007

17 O-ring 6.1 x 1.6

18 Jet nozzle 5301-00 004

19 O-ring 16,1 x1,6

20 Venturi 5301-00 003

21 Stainless steel ball @ 4,75

22 Cover 5301-00 002

23 Button 5301-00 006

24 Expander pin 3 x 8




